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ANRProductionCompany
a a The Energ) People

January 10, 1992

Mr. David E. Little
Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Re: Desert Spring Unit Applications for Permit to Drill

Dear Mr. Little:

Enclosed please find Applications for Permit to Drill for the
following locations:

Desert Spring Unit #24-B-9
Desert Spring Unit #21-8-16
Desert spring Unit #30-B-15
Desert Spring Unit #35-C-1

Desert Spring Unit #13-C-10

Desert spring Unit #19-8-7
Desert Spring Unit #29-8-1
Desert Spring Unit #29-B-11

ANR Production Company requests that the APD's for the Desert
Spring Unit #24-B-9 and Desert Spring Unit #21-8-16 be prioritized
for processing. Ms. Jean Nitschke-sinclear informed me today that
she would be able to clear the Desert spring Unit #24-B-9 proposed
location and access road for T & E plant life. The archeological
survey has been completed and submitted to your office for this
location as well.

Please communicate at every opportunity the status and/or
additional information that may be needed in order for expedient
processing of these applications.

Thank you very much for your prompt attention to this matter.

Regulatory Analy JáN 1 5 192

Enclosure D|VISIOWOF
xc: Utah Division of Oil, Gas & Mining OILGAS&MINING
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Forrn 3160-3 SUMMIT IN TKIFLICATE* Form approved.
(November 1983) IOther instrucuona on Budget F3ureau No. 1004-0136
tier.aerly 9-331C) UNITED STATES reverse sidel Expires AuKust 31, 1985

DEPARTMENT OF THE INTERIOR ,,,,,,,,,, .rATIONNOMERIAI.NÑ
BUREAUOF LAND MANAGEMENT U-64421

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK "'" '^" "°""°•""'"'"'

la. TTPEOFWORK N/A

DRILL U DEEPEN PLUG BACK oss aan...., s...

b,Tyrrorwat' Desert Spring Unit
s'r.t. È ornsa

ÍËcc
o

extr" 6. FARM 04 E.EASE NAME

2 naus or ors.aron Desert Spring Unit

ANR Production Company * "=" No-

a anossas or orenaron 35-C-1

P. O. Box 749 Denver, CO 80201-0749 (303) 573-4476 10. risto ano root.. on wn.ocar

4. E.ocarlo.i or wmLL (flaport Ioestion clearly and W accordance with any State requirerments.•' ' WildcatAt sursac' 584 ' FNL & 1146' FEL (NE/NE) 11. sac., 7., a.. u.. os sea.
AND BURVET 05 ARBA

At proposed prod. zone Same as above.
Section 35, T10S-Rl7E

14 DIATANCE IN MILER AND DIEECTION FROM NEAEEST TowN 05 PO5T OrriCE' 12. COUNTT 05 PAxiaEl 13, sTÁK

pproximately 29 miles SE of Myton, Utah. Uintah County Utah
IS. arAN OM OSED 16 NO. ur AcmEa IN LEass 17 r RELLassroNED

enorsarr on a.cass r.ins, «T- 584' 2560 N/A
(Also lo nearest drig. Unit Ilot. If anyt

15 DisTANii VRO5I Pit0POBED LOCATION' l'J PHi)PusED DEFTII 20. NOTART 05 CABLE TOOLS

nEs'T
r.IL. [LRIL U CO>IFLETED.

7500' Rotary

21. E avAfroNa (Show whether DF, RT, GR, etc.) . Arrnox. DATE Woma wit.L sTanT•

5742' GR 2/15/92

PROPOSED CASINC. AND CEMENTING PROGRAM

E Or It0L.s ErzE us CARING WEIGHT PER FOOT BETTING DEPTil QUANTITT Or CEMENT

12-1/4" 8-5/8" K-55 24# 0 - 250' 180 sx circ to surface*

7-7/A" 5-1/2 Y-55 178 0 - 7500' 1000 sx cigþ\t púpfä

* Cement volumes may change due to hole size. Calculate from caliper log.
DiviSION()FEiqht Point Resource Protection Plan Attached Oli.GASS MIMNG

I hereby certify that ANR Production Company is authorized by the proper lease interest
owners to conduct lease operations associated with this Application for Permit to Drill the
Desert Spring Unit #35-C-l, Federal Lease #U-64421. Bond coverage pursuant to 43 CFR 3104
for lease activities is being provided by ANRProduction Company, Nationwide Oil & Gas Bond
#CO-0001, who will be responsible for compliance with all the terms and condi.tions of that
portion of the lease associated >ith this application.

IN ABOVE BPACE DESChi-E PROPOSED PROORAM: If Dr0posal is to deepen or plug back, give data on present productive sone and proposed w produetlye
zone. Il propnaal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true Tertical deptbs. Give blowout

rf vitt.: Regulatory Analyst 1/10/92

(This space or Fe eral or ßta Oliet use)
N OF

'See InstructionrOn Revers. Sid.
Title in U.S.C. Section 1001, makes at a crime for any person knowingly and willfully to make to any d<uur, et or agency of the
United States any false. ficutious or fraudulent statements or representations as to any matter witnin its



ANR PRODUCTION CO.
Well location, DSU #35-C-1, located as shown

ROS R17E SLEM. In the NE 1/4 NE 1/4 of Section 35, T10S,'
g R17E, S.L.B &M Ulntah County, Utah.

SB956'W - 4009 (GLO) SB952°42°E
- 2644öa' (Meas) BASIS OF ELEVATION

THE FLUK VABM LOCATED IN THE SE 1/4 OF SECTION
32, T9S, R18E, S LB &M TAKEN FROM THE CROW

/146' KNOLL QUADRANGLE, UTAH, 7 5 MINL'TESERIES

OSU S-C-1 (TOPOGRAPHICALMAP) PUBLISHEDBY THE UNITED
STATES DEPARTIAENTOF THE INTERIOR,GEOLOGICAL

Elev Ungraded Ground - 5742' SURVEY, SAID ELEVATIONIS MARKEDAS BEING 5244
FEET
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flELD NOTES OF ACTUAL SUA E SY ME OR UNDEg
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SCALE DATE
1" = 1000' 12-17-91

PARTY REFERENCES
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WEA1HER FILE
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ANR PRODUCTION COMPANY
Lease FU-64421, Desert Spring Unit #35-C-1

NE/NE, Section 35, T10S, R17E
Uintah County, Utah

Drilling Prognosis

1. Estimated Tops of Important Geologic Markers:

Uinta Surface Wasatch 4725'
Total Depth 7500'

2. Estimated Depths of Anticipated Water, Oil, Gas or Mineral
Formations:

Wasatch 4725' Gas (Primary Oblective)

If any shallow water zones are encountered, they will be
adequately protected and reported; none anticipated. All
potentially productive hydrocarbon zones will be cemented off.

3. Pressure Control Equipment: (Schematic Attached)

A. Type: 11" Douole Gate Hydraulic.

The Blow-Out Preventer will be equipped as follous:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Kill line (2-inch minimum).
4. One (1) kill line valve (2-inch minimum).
5. One (1) choke line valve.
6. Two (2) adjustable chokes.
7 Upper kelly cock valve with handle available.
8. Safety valve & subs to fit all drill strings in use.
9. 2-inch (minimum) choke line.

10. Pressure gauge on choke manifold.

B. Pressure Rdtirg: 2,000 psi

C. Testing Procedure:

At a minimum, the BOP, choke manifold, and related
equipment will be pressure tested to the approved working
pressure of the BOP stack (if isolated from the surface
casing by a test plug) or to 70% of the internal yield
strength of the surface casing (if the BOP is not isolated
from the casing by a test plug). Pressure will be
maintained for a period of at least ter (10) minutes or
until the requirements of the test are met, whichever is



ANR Production Company
Desert Spring Unit #35-C-1
Drilling Prognosis
Page 2

3. Pressure Control Equipment:

C. Testing Procedure: Continued

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed.
2. Whenever any seal subject to test pressure is brokon.
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition to the above, the pipe and blind rams will be
activated each trip, but not more than once cach day.

All BOP drills and tests will be recorded in the IADC
driller's log.

D. Choke Manifold Equipment.

All choke lines will be straight lines unless turns use
tee blocks or are targeted with running tees, and will be
anchored to prevent whip and vibration.

E. Accumulator:

The accumulator utll have sufficient capacity to close all
BOP's and retain 200 psi above precharge. Nitrogen
bottles which meet the manufacturer's specifi' .tions will
be used as the backup to the required independent power
source. The accumulator precharge pressure test will be
conducted prior to connecting the closing unit to the BOP
stacK and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured
precharge pressure is found to be above or below the
maximum or minimum limits specified in Onshore Operating
Order #2.

F. Special Drilling operations:

In addition to the equipment already specified in Items A
through E, above, the following equipment will be in place
and operational during air/gas drilling:

1. Properly lubricated and maintained rotating head,
2. Spark arresters on engines or water cooled exhaust.
3. Blooie line discharge 100 feet from wellbore and

securely



ANR Production Company
Desert Spring Unit #35-C-1
Drilling Prognosis
Page 3

3. Pressure control Egulpment:

F. Special Drilling Operations: Continued

4. Straight run on blooie line.
5. Deduster equipment (not required for aerated water

system).
6. All cuttings and circulating medium(s) shall be

directed into a reserve or blooie pit.
7. Float valve above bit,
8. Automatic igniter or continuous pilot light on the

blooie line (not required for aerated water system).
9. Compressors located in the opposite direction from

the blooie line and at a minimum of 100 feet from
the wellbore.

10. Mud circulating equipment, water, and mud materials
(does not have to be pre-mixed) sufficient to
maintain the capacity of the hole and circulating
tanks or pits.

G. Miscellaneous Information:

The Blow-Out Preventer and related pressure control
equipment will be installed, tested and maintained in
compliance with the specifications in and requirements of
Onshore Operating Order #2.

The choke manifold and BOP extension rods with hand wheels
will be located outs3de the rig sub-structure. The
hydraulic BOP closing unit will be located at least
twenty-five (25) feet from the wellhead but readily
accessible to the driller.

Exact locations and configurations of the hydraulic BOP
closing unit will depend upon the particular rig
contracted to drill this hole.

A flare line will be installed after the choke manifold,
extending 100 feet (minimum) from the center of the drill
hole to a separate flare pit.

4. The Proposed -asing and Cementing Program• (All New)

A. Casing Program

Hole Size Casing Size Wt./Pt. Grade Joint Depth Set

12-1/4" 3·-5/8" 24# K-55 ST&C



ANR Production Company
Desert Spring Unit #35-C-1

Drilling Prognosis
Page 4

4. The Proposed Casing and Cementing Program: (All New)

A. Casing Program - Continued

Hole Size Casing Size Wt./Ft. Grade Joint Depth Set

7-7/8" 5-1/2" 17# K-55 LT&C 0-7500/

Casing string(s) will be pressure tested to 0.22 psi per
foot, or 1500 psi (not to exceed 704 of the internal yield
strength of the casing), whichever is greater, after
cementing and prior to drilling out from under the casing
shoe.

B. Cementing Program

Surface Casing : Cement with approximately 180 sx
Class "G" cement + additives, circu-
lated to surface with 100% excess.

Production Casin,. Lead with approximately 400 sx Hi-fill
cement with 1#|sx Capseal; tail with
600 sx 50-50 POZ w/10% salt, 2% gel,

.6% Halad 24, 1/4#|sx Flocole & 1#/sx
Capseal. Coment will be circulated
back to surface with 30% excess.

Actual cement volumes to be required will be determined
from the caliper log.

All waiting on cement (WOC) Limes will be adequate to
achieve a minimum of 500 psi compressive strength at the
casing shoe prior to arilling out.

5. Mud Program: (Visual Monitoring)

Interval Type Weight Viscosity Fluid Loss

0-7500' Aerated ------ --------- ----------

Water

Sufficient quantities of mud materdals ut 1 be maintained or
readily accessible for the purpose of assuring well control
during the course of drilling



ANR Production Company
Desert Spring Unit #35-C-1
Drilling Prognosis
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6. Evaluation Program:

Logs . Dual Laterleg & Callper .TD - Surface
FDC-CNL : TD - 3000'

DST'S : None anticipated.

Cores : None anticipated.

The proposed evaluation program may change at the discretion
of the wellsite geologist, with prior approval from the
Authorized Officer, Bureau of Land Management.

St1mulation : No stimulation or frac treatment has
been formulated for this test at this
time. The drill site, as approved,
vill be of sufficient size to accommo-
date all completion activities.

Whether the well is completed as a dry hole or as a producer,
Well Completion and Recompletion Report and Log (Form 3160-4)
will be submitted to the Vernal District office no later than
thirty (30) days after the completion of the well or after
completion of operations being performed, in accordance with
43 CFR 3164.

Two (2) copiet of all logs, core descriptions, core analyses,
well test data, geologic summaries, sample description, and
all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be
filed with Form 3160-4 Samples (cuttings, fluids, and/or
gases) will be submitted when requested by the Authorized
Officer, Vernal District Office, Bureau of Land Management,
170 South 500 East, Vernal, Utah 84078, Phone: (801) 789-1362.

7. Abnormal Conditions.

No abnormal temperatures or pressures are anticipated. No H2S
has been encountered in or known to exist from previous wells
drilled to similar depths in the general area. Maximum
anticipated bottom hole pressure equals approximately 3,488
psi (calculated at 0.465 psi/foot) and maximum anticipated
surface pressure equals approximately 1,838 psi (bottom hole
pressure minus the pressure of a partially evacuated hole
calculated at 0.22



ANR Production Company
Desert Spring Unit #35-C-1
Drilling Prognosis
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8. Anticipated Starting Dates and Notification of Operations:

A. Drilling Activity

Anticipated Commencement Date : February 15, 1992
Drilling Days : Approximately 10 days
Completion Days : Approximate" 7 days

B. Notification of Operations

The Vernal District office, Bureau of Land Management will
be notified at least twenty-four (24) hours PRIOR to the
commencement of the following activities:

1. Spudding of the uell. This oral report will be
folloued up with a Sundry Notice (Form 3160-5).

2. Initiating pressure tests of the blow-out pre-
venter and related equipment.

3. Running casing and cementing of ALL Casing
strings.

No location will be constructed or moved, no well vill be
plugged, and no drilling or workover equipment will be
removed from a well to be placed in suspended status
without prior approval of the Authorized Officer. If
operations are to be suspended, prior approval of the
Authorized Officer will be obtained and notification given
before resumption of operations.

In accordance with onshore Operating Order #1, this well
will be reported on MMS Form 3160-6, "Monthly Report of
Operations", starting with the month in which operations
commence and continuing each month until the well is
physically plugged and abandoned. This report will be
filed directly with the Royalty Management Program,
Minerals Management Service, P. O. Box 17110, Denver,
Colorado 80217.

Immediate Report: Spills, blowouts, fires, leaks,
accidents, or any other unusual occurrences shall be
promptly reported in accordance with the provisions of
NTL-3A or its current
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8. Anticipated Starting Dates and notification of Operations:

B. Notification of Operations - Continued

If a replacement rig is contemplated for completion
operations, a "Sundry Notice" (Form 3160-5) to that effect
will be filed for prior approval of the Authorized
Officer, and all conditions of this approved plan will be
applicable during all operations conducted with the
replacement rig.

Should the well be successfully completed for production,
the Authorized Officer will be notified when the well is
placed in a producing status. Such notification will be
sent by telegram or other written communication no later
than five (5) business days following the d,Fe on which
the well is placed on production.

Pursuant to NTL-28, with the approval of the Authorized
officer, produced water may be temporarily disposed of
into the reserve pit for a period of up to ninety (90)
days. During this period so authorized, an application
for approval of the permanent disposal method, along with
the required water analysts and other information, must be
submitted to the Authorized Officer.

Pursuant to HTL-4A, lessees and operators are authorized
to vent/flare gas during initial well evaluation tests,
not exceeding a period of thirty (30) days or the
production of fifty (50) MMCF of gas, whichever occurs
first. An application must be filed with the Authorized
Officer, and approval recei red, for any venting/flaring of
gas aeyond the initial thirty (30) day or otherwise
authorized test period.

A schematic facilities diagram as required by 43 CFR
3162.7-2, 3162.7-3, and 3162.7-4 shall be submitted to the
Vernal District Office within thirty (30) days of
installation or first production, whichever occurs first.
All site security regulations as specified in 43 CFR
3162.7 shall be adhered to. All product lines entering
and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within
fifteen (15) days after receipt of the first production
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8. Anticicated Starting Dates and Notification of Operations:

B. Notification of Operations - Continued

No well abandonment operations will be commenced without
the prior approval of the Authorized Officer. In the case
of newly-drilled dry holes or failures, and in emergency
situations, oral approval will be obtained from the
Authorized Officer.

A "Notice of Intention to Abandon" (Form 3160.5) will be
filed with the Authorized Officer within fifteen (15) days
following the granting of oral approval to plug and
abandon.

Upon completion of approved plugging, a regulataon marker
will be erected in accordance with 43 CFP 3162.6 The
following information will be permanently placed on the
marker with a plate, cap, or beaded-on with a welding
torch: "Fed" or "Ind", as applicable; Company Name, Well
Name and Number, Location hy Quarter/Ouarter, Section,
Township, Range, and Federal or Indian Lease Number.

A "Subsequent Report of Abandonment" (Form 3160-5) will o
submitted within thirty (30) days following the actual
plugging of the wellbore. This report will indicate where
plugs were placed and the current status of surface
restoration operations. If surface restoration has not
been completed at that time, a follow-up report on Form
3160-5 wilJ be filed when all surface restoration work has
been completed and the location is considered ready for
final inspection. Final abandonment will not be approved
until the surface reclamation work required by the
approved Application for Permit to Drill has been
completed to the satisfaction of the Authorized Officer or
his representative, or the appropriate surface Management
Agency.

Pursuant to Onshore Opera*ing order #1, lessees and
operators have the responsibil.ity to see that their
exploration, development, production, and construction
operations are conducted in such a manner which conforms
with applicable rederal laws and regulations and with
State and local laws and regulations to the extent that
such State and local laws are applicable to operations on
Federal and Indian
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ANR PRODUCTION COMPANY
Lease #U-64421, Desert Spring Unit #35-C-1

NE/NE, Section 35, T10S, R17E
Uintah County, Utah

Multi-Point Surface Use and Operations Plan

1. EXisting Roads: Refer to Maps "A" & "B" (shown in ORANGE)

A. The proposed wellsite is staked and four 200-foot
reference stakes are present.

B. To reach the location from Myton, proceed westerly on U.S.
Highway 40 approximately 1.5 miles to the Wellington
Junction, turn left and proceed in a southerly direction
±11.2 miles to the Junction of this road and an existing
road to the southwest, turn right and proceed in a
southerly direction ±6.6 miles to the junction of this
road and an existing road to the southeast, turn left and
proceed in an easterly direction ±4.5 miles to the

unction of this road and an existing road to the
soutnwest, turn right and proceed in a southwesterly
direction ±4.4 miles to the Junction of this road and an
existing road to the south, turn left and proceed in a
southerly direction ±0.5 miles to the beginning of the
proposed access road. Follow road flags in an easterly
direction approximately 0.6 miles to the proposed
location.

C. Access roads - refer to Maps "A" and "B".

D. Access roads within a one-mile radius - refer to Map "B".

E. The existing gravel roads will be maintained in the same
or better condition as existed prior to the commencement
of operations and said maintenance will continue until
final abandonment and reclamation of the Desert Spring
#35-C-1.

2. Planned Access Roads: Refer to Map "B" (shown in GREEN)

Approximately 0.6 mile of new road construction will be
required for access to the proposed Desert Spring Unit #35-C-1
well location. In addition, approximately 0.5 mile of
existing 2-track road will require upgrading.

A. Width - ma×1mum 30-foot overall right-of-way with an 18-
foot road running surface, crowned and



ANR Production Company
Desert Spring Unit #35-C-1
Surface Use & Operations Plan
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2. Planned Access Roads: continued

B. Construction standard - the access road will be
constructed in accordance with Bureau of Land Management
Roading Guidelines established for oil and gas exploration
and development activities as referenced in the BLM/USFS
publication: Surface operating Standards for Oil and Gas
Exploration and Development (1989).

The access road will be constructed to meet the standards
of the anticipated traffic flow and all-weather
requirements. Construction/apgrading will include
ditching, draining, graveling, crowning, and capping the
roadbed as necessary to provide a well constructed and
safe road.

Prior to constructionjupgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.

Traveling off of the thirty (30) foot right-of-way will
not be allowed.

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossings shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
a frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided

C. Maximum grade - 10%

D. Turnouts - turnouts vill be constructed along the access
route as necessary or required to allow for the safe
passage of traffic. None anticipated at this time.

E. Drainage design - the access road will be crowned,
ditched, and water turnouts installed as necessary to
provide for proper drainage along the access road route.

F. Culverts, cuts and fills - no culverts will be required.
There are no major cuts and/or fills on/along the proposed
access road



ANR Production Company
Desert Spring Unit #35-C-1
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2. Planned Access Roads: Continued

G. Surface materials (source) - any construction materials
which may be required for surfacing of the access road
will be purchased from a local contractor having a
permitted source of materials in the area, if required by
the Authorized officer, Bureau of Land Management. None
anticipated at this time. Native material from access
location and access road will be used.

H. Road maintenance - during both the drilling and production
phase of operations, the road surface and shoulders will
be kept in a safe and useable condition and will be
maintained in accordance with the original construction
standards. All drainage ditches and culverts vill be kept
clear and free-flowing, and will also be maintained in
accordance with the original construction standards.

The access road right-of-way will be kept free of trash
during operations.

I. The proposed access route has been centerline flagged.

. Location of Ex1sting Wells Within a One-M11e Radius:

Please refer to Map "C"

A. Water wells - none knoun.
B. Abandoned wells - none known.
C. Temporarily abandoned uells - none known
D. Disposal wells - none known.
E. Drilling wells - none known.
F. Producing wells - none known.
G. Shut-in wells - none known.
H. Injection wells - none known.
I. Monitoring wells - none known.

4. Location of Existing andfor Proposed Facilities Owned by ANR
Production Company Within a One-Mile Radius:

A. If well is productive the following guidelines will be
followed:

1. A diagram showing the proposed production facilities
layout will be submitted via Sundry Notice Form
3160-5 prior to facilities



ANR Production Company
Desert Spring Unit #35-C-1
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4. Location of_Existing and/or Procosed Facilities Owned by ANR
Production Company Within a One-Mile Radius:

A. If well is productive the following guidelines will be
followed: Continued

2. All production facilities will be located on the
disturbed portion of the well pad and at a minimum
of twenty-five (25) feet from the toe of the
backslope or top of the fill slope.

3. The production facilities (consisting primarily of a
christmas tree at the wellhead, dehydration unit,
and emergency pit) will require an area approxi-
mately 300' x 135'.

4. Production facilities uill be accommodated on the
existing well pad. Construction materials required
for installation of the production facilities will
be obtained from the site; any additional materials
required will be purchased from a local supplier
having a permitted (private) source of materials
with the area.

A dike will be constructed completely around those
production facilities which contain fluids (i.e.,
production tanks, produced water tanks andfor
heaterftreater). These dikes will be constructed oî
compacted subsoil, be impervious, hold 100% of the
capacity of the largest tank, and be independent of
the back cut.

5. All permanent (on-site for six months or longer)
above-the-ground structures constructed or installed
including pumping units will be painted a flat, non-
reflective, earthtone color to watch one of the
standard environmental colors, as determined by the
Five (5) State Rocky Mountain Interagency committee.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be e×cluded from this painting
requirement.

The required paint color is Desert Brown, Munsel
standard color number 10 YR
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4. Location of Existing and/or Proposed Facilities Owned by ANR
Production Company Within a One-Mile Radius:

A. If well is productive the following guidelines will be
followed: Continued

6. If at any time the facilities located on public
lands and authorized by the terms of the lease are
no longer included in the lease (due to a
contraction in the unit or other lease or unit
boundary change), the Bureau of Land Management will
process a change in authorization to the appropriate
statute. The authorization will be subject to the
appropriate rental or other financial obligation as
determined by the Authorized Officer.

B. The production (emergency) pit will be fenced with woven
wire mesh topped with one (1) strand of barbed wire held
in place with metal side posts and wooden corner "H"
braces in order to protect livestock and wildlife. Please
refer to Item #9E (page #9) for additional information on
the fencing specifications.

C. During drilling and subsequent operations, all equipment
and vehicles will be confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

D. Reclamation of disturbed areas no longer needed for
operations will be accomplished by grading, leveling and
seeding as recommended by the Authorized Officer, Bureau
of Land Management.

5. Location and Type of Water Supply:

A. Fresh water for drilling will be obtained from Owen
Anderson well in care of Dalbo/Bob Williams located in
Section 27, T1S-R2U, Duchesne County, Utah, Permit #43-
9974, A14289. Dalbo, Inc. will haul this water.

B. Water will be transported over existing roads via tank
truck from the point of diversion to the proposed Desert
Spring Unit #35-C-1 well location. No new construction
will be required on/along the proposed water haul route.

C. No water well vill be drilled on this
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6. Source of Construction Materials:

A. Construction materials needed for surfacing of the well
pad will be native from location and/or access road.

B. No construction materials will be taken from Federal
and/or Indian lands without prior approval from the
appropriate Surface Management Agency.

C. If production is established, any additional construction
materials needed for surfacing the access road and
installation of production facilities will be purchased
from a local supplier having a permitted (private) source
of materials in the area.

D. No new access roads for construction materials will be
required.

7. Methods of Handling Waste Materials:

A. Cuttings - the cuttings will be deposited in the
reserve/blooie pit.

B. Drilling fluids - including salts and chemicals will be
contained in the reserve/blooie pit. Upon termination of
drilling and completion operations, the liquid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within ninety (90) days
after termination of drilling and completion activities.
In the event adverse weather conditions event removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from ANR Production Company.
The reserve pit will be constructed so as not to leak,
break, or allow discharge. The reserve pit will be lined
if deemed necessary by BLM on post construction inspec-
tion. If a plastic nylon reinforced liner is used, it
will be a minimum of 12 MIL thicKness w|sufficient bedding
(cither straw or dirt) to cover any rocks. The liner will
overlap the pit walls and be covered with dirt and/orrocks to hold it in place. No trash, scrap pipe, etc.,
that could puncture the liner will be disposed of in the
pit. More stringent protective requirements may be deemed
necessary by the Authorized
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7. Methods of Handling Waste Materials: Continued

C. Produced fluids - liquid hydrocarbons produced during
completion operations will be placed in test tanks on the
location. Produced waste water will be confined to a
lined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
During the ninety (90) day period, in accordance with NTL-
2B, an application for approval of a permanent disposal
method and location, along with the required water
analysis, shall be submitted for the Authorized Officer's
approval. Failure to file an application within the time
frame allowed will be considered an incidence of
noncompliance

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

D. Sewage - self-contained, chemical toilets will be provided
by Rocket Sanitation for human waste disposal. Upon
completion of operations, or as needed, the toilet holding
tanks will be pumped and the contents thereof disposed of
in the nearest, approved, sewage disposal facility.

E. Garbage (trash) and other waste material - garbage, trash
and other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of
operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.

F. Immediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash Cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location upon the
termination of drilling and completion operations. Any
open pits will be fenced during the drilling operation and
the fencing will be maintained until such time as the pits
are backfilled.

8. Ancillary Facilities:

None
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9. Wellsite Layout:

A. Figure #1 shows the drill site layout as staked. Cross
sections have been drafted to visualize the planned cuts
and fills across the location. A minimum of 81X (6)
inches of topsoil vill be stripped from the location
(including areas of cut, fill, and/or subsoil storage) and
stockpiled for future reclamation of the wellsite. Refer
to Pigure #1 for the location of the topsoil and subsoil
stockpiles. (stockpiled topsoil will be located on the
south corner of the location.) The reserve pit will be
located on the east side of the location. The flare pit
will be located downwind of the prevailing wind direction
on the east side of location. Access to the location will
be from the southwest side. The drainage(s) from location
shall be diverted from location and go toward the silt
dams (see page 13).

B. Figure #1 is a diagram showing the rig layout. No
permanent living facilities are planned. There vill be one
(1) trailer on location during drilling operations for the
toolpusher.

C. A diagram showing the proposed production facility layout
will be submitted to the Authorized Officer via Sundry
Notice (Form 3160-5) for approval of subsequent
operations. Please refer to Item #4A (page #4) for
_Jditional information in this regard.

D. If porous subsoil materials (gravel, scoria, sand, faulted
rock structures, etc.) are encountered during reserve pit
construction, an impervious liner will be installed in
order to prevent drilling water loss through seepage.

E. Prior to the commencement of drilling operations, the
reserve pit will be fenced "sheep tight" on three (3)
sides according to the rollowing minimum standards:

1. 39-inch net uire shall be used with at least one (1)
strand of barbed uire on top of the net wire (barbed
wire is not necessary if pipe or some type of
reinforcement rod is attached to the top of the
entire fence).

2. The net wire shall be no more than two (2) inches
above the ground. The barbed wire shall be three (3)
inches above the net wire. Total height of the
fence shall be at least 42
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9. Wellsite Layout:

E. Continued

3. Corner posts shall be cemented and/or braced in such
a manner to keep the fence tight at all times.

4. Standard steel, wood, or pipe posts shall be used
between the corner braces. Maximum distance between
any two (2) posts shall be no greater than sixteen
(16) feet.

5. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.

The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
fencing will be maintained until the pit is backfilled.

F. Any hydrocarbons on the pit will be removed from the pit
as soon as possible after drilling operations are
completed.

10. Plans for Reclamation of the surface·

A. Production

1. Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all
unused tubing, equipment, debris, materials, trash
and junk not required for production.

2. Immediately upon well completion, any hydrocarbons
on the pit shall be removed in accordance with 43
CFR 3162.7-1.

3. If a plastic or nylon reinforced pit liner is used,
it shall be torn and perforated before backfilling
of the reserve pit.

4. Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and
all cans, barrels, pipe, etc. will be removed.
Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
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10. Plans for Reclamation of the Surface:

A. Production: Continued

5. The reserve pit and that portion of the location and
access road not needed for production
facilities/operations will be reclaimed within
ninety (90) days from the date of well completion,
weather permitting.

6. For production, the fill slopes will be reduced from
a 1.5:1 slope to a 3:1 slope and the cut slopes will
be reduced from a 1.5:1 slope to a 3:1 slope by
pushing the fill material back up into the cut.

7. Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area( i. Prior to
reseeding, all disturbed surfaces (including the
access road and location) will be scarified and left
with a rough surface. No depressions will be left
that would trap water and form ponds. All disturbed
surfaces (including the access road and well pad
areas) will be reseeded with a seed mixture to be
recommended by the Authorized Officer, Bureau of
Land Management. (See item 8.)

Seed will be drilled on the contour to an
approximate depth of one-half (1/2) inch. All
seeding vill be conducted after September 15 and
prior to ground frost.

8. Reclamation of unused disturbed areas on the well
pad/access road no longer needed for operations,
such as cut slopes and fill areas will be
accomplished by grading, leveling and seeding as
recommended by the Authorized Officer. The
following seed mixture will be used:

Pure Live Seed (PLS)
lbs/acre seed Mix

1 Forage Kochia (Kochia prostrata)
5 Ephriam Crested Wheatgrass

(Agropyron cristatum Ephriam)
4 Russian Wildrye (Elymus junceus)
2 Fourwing Saltbush (Atriplex
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10. Plans for Reclamation of the Surface:

B. Dry Hole/Abandoned Location

1. At such time as the well is physically plugged and
abandoned, ANR Production Company will submit a
"Subsequent Report of Abandonment" to the Authorized
Officer for approval. At that time, the Bureau of
Land Management will formulate and appropriate
surface rehabilitation requirements and attach them
as the conditions of approval for final abandonment.

11. Surface Ownership•

The wellsite and proposed access road are situated on surfcce
estate which is owned by the United States of America.

This surface estate is administered by:

Area Manager
Diamond Mountain Resource Area Office
Bureau of Land Management
170 South 500 East
Vernal, Utah 84078
Phone: (801) 789-1362

12. Other Information·

A. ANR Production Company will be responsible for informing
all persons in the area who are associated with this
pro3ect that they will be subject to prosecution for
Knowingly disturbing historie or archaeological sites or
for collecting artifacts.

If historic or archaeological materials are un-
covered, ANR Production Company will suspend all
operations that might further disturb such materials
and immediately contact the Authorized Officer.

Within five (5) working days the Authorized Officer
will inform ANR Production Company as to:

- whether the materials appear eligible for the
National Register of Historic
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12. Other Information:

A. Continued

- the mitigation measures the operator will
likely have to undertake before the site can
be used (assuming in situ preservation is not
necessary); and

- a time frame for the Authorized Officer to
complete an expedited review under 36 CFR
800.11 to confirm, through the state Historic
Preservation officer, that the findings of
the Authorized Officer are correct and that
mitigation is appropriate.

If ANR Production Company wishes, at any time, to
relocate activities co avoid the expense of
mitigation and/or the delays associated with this
process, the Authorized officer will assume
responsibility for whatever recordation and
stabilization of the exposed materials may be
required. Otherwise, ANR Production Company will be
responsible for mitigation costs.

The Authorized Officer will provide technical and
procedural guidelines for the conduct of mitigation.
Upon verification from the Authorized Officer that
the required mitigation has been completed, ANR
Production Company will then be allowed to resume
construction.

B. ANR Production Company will control noxious weeds along
rights-of-way for roads, pipelines, well sites, or other
applicable facilities. A list of noxious weeds may be
obtained from the Bureau of Land Management, or the Uintah
County Extension Office. On lands administered by the
Bureau of Land Management, it is required that a
"Pesticide Use Proposal" shall be submitted, and approval
obtained, prior to the application of herbicides or other
pesticides or possible hazardous chemicals for the control
of noxious
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12. Other In:ormation: Continued

C. Drilling rigs and/or equipment used during drilling
operations on this wellsite will not be stacked or stored
on federal lands after conclusion of drilling operations
or at any other time without the proper authorization from
the Bureau of Land Management. However, if BLM authoriza-
tion is obtained, it is only a temporary measure to allow
ANR Production Company the time to make arrangements for
permanent storage at a commercial facility.

13. Additional Surface Stipulations:

A. Five (5) silt catchment dams will be constructed as
specified by BLM to the dirt contractor at the time of
location construction.

B. ANR Production Company shall contact the Bureau of Land
Management between 24 and 48 hours prior to commencement
of construction activities on the access road and/or well
location: (801) 789-1362.

C. The Bureau of Land Management shall be notified upon site
completion and prior to moving drilling tools onto the
location.

D. T&E (threatened & endangered) plant and animal clearances
will be performed on location and access road by BLM
specialists or third party acceptable by the BLM.

14. Lessee's or Operator's Representative and Certification:

Representative

ANR Production Company
Randy L. Bartley, operations Manager
P. O. BoX 749
Denver, Colorado 80201-0749
Phone: (303) 572-1121

Eileen Dey, Regulatory Analyst*

Denver, Colorado 80201-0749
Phone: (303)
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14. Lessee's or Operator's Representative and Certification:

Representative: Continued

* Contact for any additional information which may be
required for approval of this Application for Permit to
Drill.

Certification:

All lease and/or unit operations will be conducted in such a
manner that full compliance is made with all applicable laws,
regulations, Onshore Oil & Gas Orders, the approved plan of
operations, and any applicable Notice to Lessees.

ANR Production company will be fully responsible for the
actions of their subcontractors A complete copy of the
approved Application for Permit to Drill will be furnished to
the field representative(s) to ensure compliance and shall be
on location during all construction and drilling operations.

I hereby cert.fy that I, or persons under my direct
supervision, have inspected the proposed drill site and access
route; that I am familiar wite the conditions which currently
exist; that the statements made in this plan are, to the best
of my knowledge, true and correct; and that the work
associated with the operations proposed herein will be
performed by ANR Product]on Company, its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is
subject to the provisions of 18 U.S.c 1001 for the filing of
a fal-e statement.

Date EiÌeen Danni Dey - RegulatgŠy
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State of Utah
DEPARTMENT OF NATURAl RESOURCES

surnaann nanwner DIVISIONOF OIL, GAS AND MINING

ElteCliinstil
355Wes1NotttiTempe

Isisutw1Arntor 3 Triad Center Suite350

illanneR \nhon Phi) SalLameC1) U'anS4tBO ,233

ihmionParate.r 501 538 5340

January 21, 1992

ANH Production Company
PO Box 749
Denver, Colorado 80201-0749

Gentlemen

Re: Desert Spang Unit 35-C-1 Well, 584 feet from the north line, 1146 feet from the east
line, NE 1/4 NE 1/4, Section 35, Township 10 South, Ranqe 17 East, Uintah County,
Utah

Pursuant to Utah Code Ann § 40-6-18, (1953, as amended), Utah Admin R 615-2-

3, and Utah R 615-3-4, approval to dnll the referenced well is hereby granted,

In addition, the following specific actions are necessary to fully comply with this
approval

1 Compilance with the requirements of Utah Admin R. 615-1 et seq., Oil and
Gas General Rules

2 Notification within 24 hours after dniling operat,ons commence.

3 Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change

4 Submittal of the Report of Water Encountered Dunng Dnlling, Form 7.

5 Prompt notification prior to commencing operations, ifnecessary, to plug and
abandon the well Notify Frank R Matthews, Petroleum Engineer, (Office)
(801)538-5340, (Home) (801)476-8613, or R J. Firth, Associate Director,
(Home) (801)571-6068

6 Compliance with the requirements of Utah Admin R 615-3-20, Gas Flaring
or Venting, if the well is completed for production.

an equal opporiunity
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ANR Production Company
Desert Spnng Unit 35-C-1 Well
January 21, 1992

Prior to commencement of the proposed dnliing operations, plans for facilities for
disposal of sanitary wastes at the drill site should be submitted to the local health
department These dniling operations and any subsequent well operations should be
conducted in accordance with applicable state and local health department regulations
A list of local health departments and copies of applicable regulations are available from
the Department of Environmental Quality, Division of Dnnking Water/Sanitation, telephone
(801)538-6159

This approval shall explie one (1) year after date of issuance unless substantial and
continuous operation is underway or an application for an extension is made prior to the
approval expiration date. The AP) number assigned to this well is 43-047-32187.

Sincerely,

Associate Director, Oli and Gas

Idc
Enclosures
cc. Bureau of Land Management

J.L Thompson



FEBRUARY 8, 1994

TO: WELL FILE

FROM: K. M. HEBERTSON

RE: Status, Desert Springs Unit 35-C-1 43-047-32187 35-105-17E

Per telephone conversation with the operator concerning the
status of this well, it was determined that the well will not be
drilled and the operator has acknowledged that the APD has
expired. The operator has been informed that the APD will need
to be refiled in order to drill this well at a future date.

As of the above date the APD has been rescinded and the file
sent to the LA archives.
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January 31, 1995

ANR Production Company
Attn. Bonme Johnston ¿)os C d
PO Box 749 z 7 y mu
Denver, CO 80201-07 19

y ¡«, ßL M

Re Application for Permit to Drill
gy,4 5 - Well No. 35-C-1

Section 35, T105, R17E
Lease No. U-64421

Dear Ms Johnston,
gy - o ¶~7--32/ 9 7

According to our records Lease No. U-64421 expired December 12, 1994. Therefore we are denying
your Appliantion for Permit to Drill (APD) for lack of an authorized lease.

If you have any questions, please contact me at (801) 781-4491.

Smeerely,

Sally Gardiner
Legal Instruments Examiner

Enclosure

cc. State Div. OG&M
bcc well file

central file
readmg file
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